
Railcar Operating Number Gauge Table for:
WCHX 23280-23283

Total U.S. Gallons
Total Inches
Capacity Table#

23635
107.75

8144

OUTAGE (inches) GALLONS OUTAGE GALLONS OUTAGE GALLONS OUTAGE GALLONS
o 0 14 1764 56 12439 96 22310

0.25 4 14.5 1857 57 12721 96.5 22397
0.5 12 15 1952 58 13002 97 22483

0.75 22 15.5 2048 59 13282 97.5 22568
1 34 16 2146 60 13563 98 22650

1.25 48 16.5 2245 61 13842 98.25 22691
1.5 63 17 2345 62 14121 98.5 22732

1.75 79 17.5 2447 63 14399 98.75 22772
2 97 18 2550 64 14676 99 22812

2.25 115 18.5 2654 65 14952 99.25 22851
2.5 135 19 2759 66 15226 99.5 22890

2.75 156 19.5 2866 67 15500 99.75 22929
3 177 20 2973 68 15772 100 22968

3.25 200 21 3191 69 16042 100.25 23006
3.5 224 22 3414 70 16311 100.5 23045

3.75 248 23 3640 71 16578 100.75 23083
4 273 24 3870 72 16844 101 23121

4.25 299 25 4104 73 17107 101.25 23159
4.5 326 26 4342 74 17369 101.5 23197

4.75 353 27 4582 75 17628 101.75 23236
5 381 28 4826 76 17884 102 23277

5.25 410 29 5073 77 18139 102.25 23313
5.5 440 30 5323 78 18391 102.5 23347

5.75 470 31 5575 79 18640 102.75 23378
6 501 32 5830 80 18886 103 23407

6.25 532 33 6087 81 19129 103.25 23435
6.5 564 34 6347 82 19369 103.5 23460

6.75 597 35 6609 83 19606 103.75 23483
7 630 36 6873 84 19839 104 23504

7.25 664 37 7139 85 20069 104.25 23524
7.5 699 38 7407 86 20295 104.5 23541

7.75 734 39 7676 87 20517 104.75 23557
8 769 40 7947 88 20735 105 23571

8.25 805 41 8220 88.5 20843 105.25 23584
8.5 842 42 8494 89 20949 105.5 23595

8.75 879 43 8769 89.5 21054 105.75 23604
9 917 44 9045 90 21158 106 23612

9.25 955 45 9322 90.5 21261 106.25 23618
9.5 993 46 9601 91 21363 106.5 23624

9.75 1033 47 9880 91.5 21463 106.75 23628
10 1072 48 10159 92 21563 107 23631

10.5 1153 49 10440 92.5 21661 107.25 23633
11 1235 50 10721 93 21758 107.5 23634

11.5 1319 51 11002 93.5 21853 107.75 23635
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PLEASE NOTE THAT THE TOTAL CAPACITY DISPLAYED IN THE TABLE MAY BE DIFFERENT
FROMTHE ACTUAL CAR CAPACITY DUE TO THE USE OF RANGES. IN ORDER TO VERIFY
THE CAR CAPACr GO TO THE "REPORTS ON LINE" AND USE THE BASIC RAILCAR MECHANICAL If
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